
By Hults Bruk. 

The axe is a robust hand tool that can withstand 
hard use. But the owner must be prepared to in-
vest in some care to keep it in optimal condition. 
After using your axe, you should always remove 
dirt and moisture before putting on the sheath.

If you intend to store the axe for a longer peri-
od, you should put some oil or grease on the axe 
head to avoid rust. The edge is the part of the 
axe that will bear the most wear during use. To 
maintain optimum performance from your axe 
you should sharpen the edge on a regular basis. 
For best results use a wet sandstone.

To ensure that your axe maintains its original 
functionality, it is important to keep the origi-

Axe Storage & use

Storage: Never store your axe in excessively dry 
places, e.g. in boiler rooms or leaning against a 
heater. You then risk the shaft drying out and 
the axe head coming loose during use.

Use: Never strike the neck of the axe with an-
other tool. Never use the axe as a sledge. 
Only sledge axes can withstand 
being used as a sledge.
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Taking Care of Your Axe

nal shape of the edge by sharpening the whole 
length of the edge on both sides. To remove the 
rough edge and burrs after sharpening, the edge 
might need to be honed.

Put the hone in water or oil and move the hone 
over the edge with a rotating movement. To 
prevent loose steel pieces from destroying your 
edge, the hone needs to be cleaned occasion-
ally. The edge will be extra strong if you use a 
leather belt to strop the edge afterwards.

Axes from Hults Bruk embody genuine crafts-
manship and when used correctly, they can last 
a lifetime. Each axe is checked carefully before 
delivery but if a production fault should occur, 
they will be happy to honor the warranty. 
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Taking Care of Your Axe
�e axe is a robust hand tool that can withstand hard  use. But 
the owner must be prepared to invest in some care to keep it 
in optimal condition. A�er using your axe, you should always 
remove dirt and moisture before putting on the sheath.

FOR TRIMMING
FELLING AND
SPLITTING.

KNIFE SHARPENED 
EDGE FOR CARVING.

WRONGLY SHARPENED 
EDGES, THE EDGE IS 
SHARPENED TOO 
THINLY.

A BEVELED EDGE 
CAN SLIP AND 
HURT THE USER.

Different axes have different uses. It is important to keep the original shape 
of the edge when sharpening the axe.

SHARPEN THE EDGE

If you intend to store the axe for a longer period, you should 
put some oil or grease on the axe head to avoid rust. �e edge 
is the part of the axe that will bear the most wear during use. 
To maintain optimum performance from your axe you should 
sharpen the edge on a regular basis. For best results use a wet 
sandstone. 

To ensure that your axe maintains its original functional-
ity, it is important to keep the original shape of the edge by 
sharpening the whole length of the edge on both sides. To 
remove the rough edge and burrs a�er sharpening, the edge 
might need to be honed.  
Put the hone in water or oil and move the hone over the edge 
with a rotating movement. To prevent loose steel pieces from 
destroying your edge, the hone needs to be cleaned occasion-
ally. �e edge will be extra strong if you use a leather belt to 
strop the edge a�erwards.

Axes from Hults Bruk embody genuine  cra�smanship 
and when used correctly, they can last a lifetime. Each axe 
is checked carefully before delivery but if a production fault 
should occur, we will be happy to honor the warranty.
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Storage Never store your axe in excessively dry places, 
e.g. in boiler rooms or leaning against a heater. You then 
risk the sha� drying out and the axe head coming loose 
during use.

Use. Never strike the neck of the axe with another tool. 
Never use the axe as a sledge. Only sledge axes can 
withstand being used as a sledge.

Storage and use

http://www.loghelp.com/products/gransfors-bruks-grinding-stone.asp
http://www.loghelp.com/categories/axes-and-mauls.asp


Rehandle Your Axe
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Re-handle. If an axe breaks, it is almost always the sha�/
handle that is the culprit. A damaged sha� can be a safety 
risk. However, if the head is still in good condition, you can 
re-use your tool by �tting a new sha�. When �tting a new 
sha� to your tool, it is important to ensure that the sha� is 
dry. If it is not and dries a�er the head has been �tted, there is 
a danger that the head may come loose. �is also applies to 
the wedge if you �t a new sha� using a wooden wedge.

Re-handle of Your Axe To �t a new sha�, do the following:

If an axe breaks, it is almost always the shaft/handle that is the 
culprit. A damaged shaft can be a safety risk. However, if the 
head is still in good condition, you can re-use your tool by 
cutting a new shaft. When cutting a new shaft to your tool, 
it is important to ensure that the shaft is dry. If it is not and 
dries after the head has been fitted, there is a danger that the 
head may come loose. This also applies to the wedge if you fit 
a new shaft using a wooden wedge.

To fit a new shaft, do the following:

1. Cut off the existing shaft just below the head.

2. Drill a number of holes in the eye.

3. Tap out what is left and clean the eye.

4. Press and tap the head onto the new shaft, firmly but care-
fully. Cut off the protruding part of the shaft.

5. Fit the steel wedge so that the end of the shaft fills the eye. 
If the steel wedge is not sufficient, you should cut a wood-
en wedge before the steel wedge. You can make this by 
cutting a wedge from a dry piece of hard timber. Then split 
the end of the shaft using a chisel. Apply some wood glue, 
tap in the wooden wedge and then cut off the excess.

6. Tap the steel wedge out so that it locks the wooden wedge 
in position. Then apply oil to the end of the shaft to pro-
tect it against moisture.

Axe Safety

CAUTION: For User and Bystanders. Use with ap-
proved eye protection to protect from debris. Flying 
debris can result in eye or other injury. Use cutting edge 
for cutting wood only. Contact with hard object can 
result in blade or head chipping. Do not use to strike 
with or against another tool, hardened nail, or other 

object. Do not use if blade is dull, chipped, or otherwise 
damaged, or if handle is broken or loose. Blade is sharp. 
Handle with care. Contact with blade can result in injury. 
When not in use, store in a safe place. Keep out of reach 
of children. Protect it against moisture.
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20 Year Warranty

Gränsfors Bruks provides a 20 year guarantee on their axe heads against 
manufacturing defects. A warranty card is stapled in the back of the Axe 
Book which accompanies every new axe.  This card should be submitted 
to Gränsfors Bruks or dated and kept in a safe place, along with proof of 
purchase.  Both will be required in the event of a warranty submission.

Wishing you A Great Summer!
Customer Service from left: Chris Kavanaugh, Tanja Tilleskjor,  

John and Stephanie Schroeder, Pam Clairmont, and Melody Garza.

It’s thick, it’s rich and it’s full of protection! First 
introduced in 1993, WeatherSeal is the only 
exterior alkyd resin/oil-based wood stain that has a 
thick, creamy, no mess consistency. Simple and easy 
to use and maintain, there is no need for buying 
and applying two separate base coat/clear coat 

type products because ALL the protection needed is packed in one 
unique formula. A paddle mixer is recommended to completely stir 
before applying. Application Temp: 55°-90° F. Coverage: 250-400 sq. 
ft. per gal. Cleanup: Mineral spirits. Made in the USA.

WeatherSeal 1 gal. Pails 5 gal. Pails

Natural Pine, Sunlite Retail $48.35 Sale $43.52 Retail $238.50  Sale $214.65

All Other Colors Retail $51.50 Sale $46.35 Retail $254.25  Sale $228.83

SCAQMD

Apache Brown Autumn Buckskin Cabin Brown

Canyon Brown Frontier Pine Golden Honey Historic Brown

Natural Pine Rustic Pine Saddle Brown Sunlite

Order Online

WeatherSeal on Sale! 
Through July 1st 2017

http://www.loghelp.com/pc_combined_results.asp?search_prod=(searchlike~p.searchfield5~Gransfors)
http://www.loghelp.com/products/weatherseal-stain-log-home-finish.asp
http://www.loghelp.com/pc_combined_results.asp?search_prod=(searchlike~p.searchfield5~Gransfors)


To Place An Order:
Call Toll Free: 1-800-359-6614 or order online:
www.loghelp.com  Fax Toll Free: 1-800-755-3249

Schroeder Log Home Supply, Inc.
1101 SE 7th Ave Grand Rapids, MN 55744

MN Business Hours:  
April - Oct:  Weekdays 8:00 - 4:30 p.m. CST (Saturdays 9-Noon).

Nov - March:  Weekdays 8:00 - 4:30 p.m. CST (Closed Saturdays).
Branch Office Hours May Vary - Please Call Ahead

CALENDAR:

  Independence Day July 4th Offices Closed
  Labor Day  Sept. 4th Offices Closed
  Thanksgiving           Nov. 23rd-24th     Offices Closed 

Order Online!

Happy 4th 
of July!

Restoration Special
We are often asked how to restore 
rotten logs. We suggest The Log Home 
Maintenance Guide. It reveals tips 
and tricks for using wood epoxies for 
log home restoration. To help you get 
started with your restoration project, 
we now offer a 15% Discount off  
The Log Home Maintenance Guide 
when you buy any wood epoxy prod-

ucts like LiquidWood, WoodEpox, M-Balm, E-Wood, or 
the Wood Restoration Kit and this book. If you call in your 
order, just ask for the “Restoration Special”. If you order 
online, your discount will be applied after we receive your 
order. Offer good for one book per order.

Gränsfors Ancient Axes 
Since time immemorial, the axe has served as a tool, a 
weapon, a status symbol and a cult object. Gränsfors 
Bruk’s Ancient Axes are replicas of axes that were in 
common use several hundred years ago. However, 
this is just a small sample of the many axes that have 

existed over the years. In contrast 
to Gränsfors Bruk’s other types 
of axe, the Ancient Axes are not 
made to meet any particular func-
tion in modern society. They are 
more to show what axes looked 

like in the past. The axes differ greatly in 
their time and place of origin.   
 
Gränsfors Bruk’s Ancient Axes date from the 
period between 500 and 1700 AD and 
most of them are of Nordic origin, although 
some axes from Central Europe have also 
been included. The replicas are based on ar-
chaeological finds and originals that can of-
ten be seen at one of our Nordic museums 
of history. The shape and size of the axes 
also varies greatly, depending on what the 
axe was used for once upon a time. 

Order Online Order Online Order Online

http://www.loghelp.com/products/the-log-home-maintenance-guide.asp
http://www.loghelp.com/products/the-log-home-maintenance-guide.asp
http://www.loghelp.com/products/liquidwood.asp
http://www.loghelp.com/products/woodepox.asp
http://www.loghelp.com/products/m-balm-liquid-wood-epoxy.asp
http://www.loghelp.com/products/e-wood-epoxy-wood-putty.asp
http://www.loghelp.com/products/wood-restoration-kit.asp
http://np.netpublicator.com/np/n54328211/Yxboken-historiska-yxor---Engelsk.pdf
https://www.facebook.com/LogHelp/
https://twitter.com/loghelp
https://www.linkedin.com/company/956663
https://www.youtube.com/user/loghomesupply
http://www.loghelp.com/products/headlok-panel-fasteners.asp
http://www.loghelp.com/products/loghog-screws.asp
http://www.loghelp.com/categories/olylog-screws.asp
http://www.loghelp.com/products/log-furniture-log-accents-series.asp
http://www.loghelp.com

